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(54) Hierarchical data storage system and data caching method 



(57) In a hierarchical data storage system that sup- 
plies data, on request, from a library apparatus in which 
the data are stored on removable media and from a 
high-speed cache device, the requests are analyzed to 
select the most frequently requested data and predict 
the system's least busy periods. During each predicted 
least busy period, data are copied from the library ap- 



paratus to the cache device, if necessary, so that all of 
the selected most-f requ entry- requested data are stored 
in the cache device. Data are not transferred from the 
library apparatus to the cache device at other times, 
thereby avoiding unnecessary cache replacements and 
improving the efficiency with which requests can be 
served. 
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Description 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to a hierarchical 5 
data storage system that stores data in a library appa- 
ratus, caches part of the stored data in a high-speed 
cache device, and supplies the stored and cached data 
on request, more particularly to an improvement in the 
caching method. 

[0002] This type of hierarchical data storage system 
is used by, for example, video-on-demand providers 
who supply audio and video data to paying customers. 
The library apparatus is similar to a jukebox, but instead 
of storing short musical selections, it stores compressed 
audio and video data on optical discs with capacities 
ranging, at present, from several hundred megabytes to 
several gigabytes each. A very large amount of data can 
thus be stored. To reproduce the stored data, the library 
apparatus typically has a plurality of optical drives, en- 
abling it to provide output on a plurality of channels si- 
multaneously. 

[0003] The high-speed cache device, typically a mag- 
netic hard disk drive, improves the performance of the 
system in several ways. Once audio and video data 
have been cached in the cache device, they can be sup- 
plied to users as soon as requested, without the delay 
(typically ten seconds or more) occasioned by the phys- 
ical transport of an optical disc from its storage location 
to an optical drive in the library apparatus. The number 
of output channels can also be increased, some chan- 
nels being served with data from the cache while other 
channels are served from the library apparatus. Further- 
more, the cache device can reproduce a single cached 
copy of an audio-video program or 'title' on several out- 
put channels at once, asynchronously, thereby reducing 
the need to store multiple copies of popular titles in the 
library apparatus, and allowing more different titles to 
be stored. 

[0004] A conventional method of caching data em- 
ploys the least-recently-used algorithm. When a request 
for a particular title is received, the control unit of the 
system first checks whether the data for the requested 
title are already cached. If so, the request is served from 
the cache device. If not, an optical disc storing the re- 
quested title is loaded into an available optical drive, and 
the request is served from the library apparatus. In the 
latter case, while being supplied to the user, the request- 
ed audio and video data are also copied into the cache, 
so that the next request for the same title can be served 
from the cache device. If the cache has free space, the 
data are copied into the free space. If the cache does 
not have free space, the cached title that has been least 
recently requested is deleted to make space. 
[0005] If the library apparatus has multiple drives, two 
or more titles can be copied from the library apparatus 
to the cache concurrently. With the conventional cach- 
ing method, however, there are problems related to the 



access speed and storage capacity of the cache. 
[0006] The cache access speed is high, but not un- 
limited. Because of the limited access speed, when a 
certain number of titles are being copied from the library 
apparatus into the cache, the number of output channels 
that can be served from the cache is reduced by the 
same number. 

[0007] The storage capacity of the cache is also lim- 
ited, in part by cost considerations. Because of the lim- 
ited cache capacity, with the conventional caching meth- 
od, titles have to be copied to and deleted from the 
cache frequently, especially if the requests are varied 
and the amount of data per title is large and only a few 
titles can be cached at a time. These conditions are typ- 
ical of actual video-on-demand systems. K the well- 
known MPEG-2 video compression method recom- 
mended by the Moving Picture Experts Group is used 
with a compressed data rate of three megabits per sec- 
ond (3 Mbps), for example, then two hours of video, 
which is atypical length per title, requires 2.7 gigabytes 
of storage space. High-speed cache facilities that can 
be provided at a reasonable cost cannot store a large 
number of titles of this length. As for the variety of re- 
quests, some titles are more popular than others, but 
different users have different preferences, and by no 
means are all of the requests concentrated on the few 
most popular titles. 

[0008] FIG. 1 illustrates a hypothetical case in which 
the library apparatus has two drives and the cache de- 
vice (a magnetic disk drive) can store only two titles at 
once. Initially, titles A and C are cached, title A being the 
least recently used. When a request for title B is re- 
ceived, title A is deleted from the cache and title B is 
stored in its place, while being reproduced by the first 
optical drive in the library apparatus. A short time later, 
title D is requested, so title D is reproduced by the sec- 
ond optical drive in the library apparatus and copied into 
the cache, replacing title C. While titles B and D are be- 
ing copied into the cache, no other titles can be repro- 
duced from the cache because none are stored in the 
cache. 

[0009] Shortly after the caching of title D is completed, 
titles A and C are requested again, so they are recopied 
into the cache, replacing titles B and D. In this example, 
the caching of titles B and D has served no useful pur- 
pose. Furthermore, if titles A and C had not been deleted 
to make room in the cache for titles B and D, then the 
requests for titles A and C could have been served from 
the cache, leaving the two optical drives free to serve 
other requests. 

[0010] As this example illustrates, with the conven- 
tional least-frequently-used caching method, when re- 
quests for many different titles arrive frequently and 
many of these titles are not already cached, the cache 
device is kept busy copying data from the library appa- 
ratus, many unnecessary cache replacements are per- 
formed, overall efficiency is lowered, the number of out- 
put channels that can be supported is reduced, and po- 
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tential revenue is lost. 

SUMMARY OF THE INVENTION 

[001 1 ] An object of the present invention is to improve s 
the efficiency of operation of a hierarchical data storage 
system having a library apparatus and a cache device. 
[0012] The library apparatus has a plurality of remov- 
able media, at least one drive for reproducing data from 
the removable media, and a mechanism for automati- 
cally loading the removable media into the drive. The 
cache device stores and reproduces data copied from 
the library apparatus, and has a higher data access 
speed than the drive. The invented method of controlling 
the library apparatus and cache device comprises the 
steps of: 

receiving requests for data; 
operating the library apparatus and cache device 
so as to reproduce the requested data; 
analyzing the requests to select frequently request- 
ed data and predict least busy periods; and 
copying the selected data from the library apparatus 
to the cache device during the predicted least busy 
periods. 

[0013] The invention also provides a hierarchical data 
storage system having a computing device that carries 
out these steps. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] In the attached drawings: 

FIG. 1 shows an example of inefficient cache re- 
placement; 

FIG. 2 is a block diagram of a hierarchical storage 
apparatus illustrating the present invention; 
FIG. 3 is a flowchart illustrating the operation of an 
application program in the system in FIG. 2; 
FIG. 4 is a flowchart illustrating the operation of an- 
other application program in the system in FIG. 2; 
FIG. 5 shows an example of a request count time 
series; 

FIG. 6 is a graph illustrating weighting coefficients; 
FIG. 7 illustrates a request frequency calculation; 
and 

FIG. 8 illustrates the operation of two embodiments 
of the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

[0015] The two embodiments of the invention will be 
described with reference to the attached drawings. Both 
embodiments relate to the hierarchical data storage sys- 
tem shown in FIG. 2. 

[0016] This system comprises a library apparatus 1 
storing a plurality of optical discs 2 on shelves 3. The 



library apparatus 1 has a plurality of optical drives 4, 
numbered from one to L in the drawing, for reproducing 
the data stored on the optical discs 2. L may be any in- 
teger greater than one. The optical discs 2 are trans- 
ported between the shelves 3 and optical drives 4 by a 
mechanical hand 5. 

[0017] The library apparatus 1 is controlled by a con- 
trol unit 6 comprising a magnetic disk drive 7 and a com- 
puting device 8. The computing device 8 comprises, for 
example, a memory storing application programs 9, a 
timer 10, and a microprocessor (not visible). A register 
11 for storing a request count is provided in the micro- 
processor or memory. The computing device 8 executes 
the application programs 9, which read compressed au- 
dio and video data from the optical drive 4 and magnetic 
disk drive 7, and supply the data to a plurality of video 
decoders (DEC) 12. The video decoders 12 decode the 
compressed data to obtain analog video signals, which 
are supplied to users in response to requests. Each vid- 
eo decoder 1 2 corresponds to one output channel of the 
system. 

[0018] The magnetic disk drive 7 is used as a cache 
device for the library apparatus 1 . The access speed of 
the magnetic disk drive 7 is, for example, some ten times 
faster than the speed of the optical drives 4. The storage 
capacity of the magnetic disk drive 7 is large, but is lim- 
ited because the magnetic disks in the magnetic disk 
drive 7 are not replaceable. The storage capacity of the 
library apparatus 1 is much larger, because of the high 
data recording density of the optical discs 2, and be- 
cause a large number of optical discs 2 can be stored 
on the shelves 3 for selective loading into the optical 
drives 4. 

[0019] The data stored in the library apparatus 1 are 
audio and video data identified by titles. One of the ap- 
plication programs 9 executed by the computing device 
8 receives requests for these titles, and determines 
whether the corresponding data are cached in the mag- 
netic disk drive 7. If so, this application program trans- 
fers the requested data from the magnetic disk drive 7 
to one of the video decoders 12. If not, this application 
program controls the mechanical hand 5 in the library 
apparatus 1 so as to load an optical disc 2 on which the 
requested title is stored into an available optical drive 4, 
and transfers the data reproduced by the optical drive 4 
from the library apparatus 1 to the video decoder 1 2, but 
does not copy the requested data to the magnetic disk 
drive 7. 

[0020] Each time a request for any title is received, 
this application program also increments the request 
count in the register 11, and updates a request history 
table (shown later) listing request counts for each title. 
[0021] The request history table and a request count 
time series (shown later) are stored in the memory of 
the computing device 8. Alternatively, they may be 
stored in the magnetic disk drive 7. Other information 
stored in the control unit 6 includes a table of contents 
listing the storage location and length of each title. 
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[0022] The timer 1 0 generates interrupt signals at reg- 
ular intervals. The following description will assume one 
timer interrupt per hour. These timer interrupts start an- 
other application program that analyzes the requests to 
predict the least busy times of the system. s 
[0023] FIG. 3 illustrates the operation of this applica- 
tion program. When a timer interrupt occurs (step S1), 
the program reads the register 1 1 to determine the total 
number of requests that have occurred during the past 
hour, updates the request count time series, which gives 
hourly request totals, then clears the request count in 
the register 11 to zero (step S2) in preparation for count- 
ing requests during the next hour. Next, by analyzing the 
request count time series, the application program pre- 
dicts the least busy times (step S3), these being the 
times during which fewest requests are expected. The 
program also compares the present time with the pre- 
dicted least busy times (step S4). If the present time is 
not among the predicted least busy times, the program 
ends without taking further action. If the present time is 
one of the predicted least busy times, however, the pro- 
gram starts a further application program for cache re- 
placement. 

[0024] Referring to FIG. 4, the cache replacement ap- 
plication program analyzes the request history table and 
calculates a request frequency for each title (step S5). 
For example, the program calculates the total number 
of times each title has been requested during the past 
twenty-four hours. Next, the program sorts the titles in 
order of their request frequencies, and selects a certain 
number of most frequently requested titles (step S6). 
For example, the program selects titles one by one from 
the top of the sorted list until the total data size of the 
requested titles exceeds the storage capacity of the 
magnetic disk drive 7, then discards the last selected 
title, so that the selected titles represent the maximum 
number of most frequently requested titles that can be 
cached in the magnetic disk drive 7. 
[0025] Next, the program inspects the current con- 
tents of the magnetic disk drive 7 (step S7), as listed in 
the above-mentioned table of contents, to determine 
whether any cached title is missing from the titles se- 
lected in step S6. If so, this title is deleted from the mag- 
netic disk drive 7 (step S8) Steps S7 and S8 are repeat- 
ed until the magnetic disk drive 7 stores only titles that 
were selected in step S6. 

[0026] The list of titles selected in step S6 is now ex- 
amined to see if any of the selected titles are not stored 
in the magnetic disk drive 7 (step S9). If there is such a 
non-cached selected title, the program determines 
whether an optical disc 2 on which this title is stored and 
an optical drive 4 on which the optical disc 2 can be 
played are currently available for use in the library ap- 
paratus 1 (step S10). If not, the program waits for an 
optical disc 2 and optical drive 4 to become available. 
The program then commands the mechanical hand 5 to 
load the optical disc 2 into the available optical drive 4, 
and controls the optical drive 4 and magnetic disk drive 



7 so as to copy the data of the selected title from the 
optical disc 2 into the magnetic disk drive 7 (step S11). 
Steps S9, S 1 0, and S1 1 are repeated until all of the titles 
selected in step S6 are stored in the magnetic disk drive 
7, at which point the program ends. 
[0027] The operation of the first embodiment will now 
be described with reference to the request count time 
series shown in FIG. 5. The illustrated time series indi- 
cates the hourly request totals for the past day ending 
at, for example, midnight. During this past day, there 
was a four-hour period beginning at 4:00 a.m. in which 
no requests were received. This period is selected as 
the least busy period. At 4:00 a.m. in the morning of the 
next day, the application program illustrated in FIG. 4 
begins replacing the contents of the magnetic disk drive 
7 by deleting and copying titles as necessary. This 
cache replacement operation continues until the mag- 
netic disk drive 7 stores the titles that were most fre- 
quently requested during, for example, the most recent 
twenty-four-hour period, ending at 4:00 a.m. If there are 
a plurality of titles to be copied and a plurality of optical 
drives 4 are available for use in the library apparatus 1 , 
two or more titles can be copied concurrently. The 
number of titles that can be copied at once is limited only 
by the number of available optical drives 4 and the ac- 
cess speed of the magnetic disk drive 7. 
[0028] The amount of time required for the cache re- 
placement operation depends on the number of titles 
that have to be replaced and the number that can be 
copied concurrently, but for typical conditions, the cach- 
ing operation will be completed during the predicted 
least busy period from 4:00 a.m. to 8:00 a.m. Normally, 
few if any requests are received during this period, so 
the cache replacement operation does not interfere with 
service to users. When the cache replacement opera- 
tion ends, all of the access capability or bandwidth of 
the magnetic disk drive 7 is available for serving new 
requests, until the next cache replacement operation 
begins at, probably, about 4:00 a.m. the next morning. 
[0029] The first embodiment depends on having the 
least busy periods occur at predictable times, but in real 
situations, this is usually the case. 
[0030] By scheduling the caching operation for the 
least busy periods, the first embodiment enables better 
service to be provided during other, more busy periods. 
[0031] By concentrating the caching operation into a 
single period each day, the first embodiment avoids the 
repeated copying and deleting of the same title that was 
illustrated in FIG. 1, thereby improving the operational 
efficiency of the system. 

[0032] As a result, better service can be provided to 
more users. In a commercial video-on-demand system, 
revenues can be increased. 

[0033] Next, a second embodiment will be described. 
The second embodiment is identical to the first embod- 
iment, except for the way in which request frequencies 
are calculated. 

[0034] In the second embodiment, the request fre- 
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quency of a particular title is calculated as a weighted 
sum of its daily request totals over a certain preceding 
number of days. The weighting coefficients decrease 
with increasing distance from the present, as illustrated 
in FIG. 6, for example. The horizontal axis in FIG. 6 in- 5 
dicates time measured backward in days (n) from the 
present. The vertical axis indicates the value of the cor- 
responding weighting coefficients W(n) in arbitrary 
units. 

[0035] FIG. 7 shows an example of the calculation of 
the request frequency of the m-th title. Rm(n) is the total 
number of requests for this title during the n-th day in 
the past. For example, Rm(0) is the number of requests 
received during the current calendar day. These values 
Rm(n) are multiplied by the corresponding weighting co- 
efficients W(n), and the resulting products (Rm X W) are 
added up to obtain a request frequency Xm. The math- 
ematical formula for this calculation is: 

Xm = Rm(0)-W(0) + Rm(1)-W(1) + ... + Rm(n).W(n) 

[0036] FIG. 8 illustrates the request history table and 
frequency calculations for the first four days of operation 
of a hypothetical system storing four titles A, B, C, D, 
using the weighting coefficients shown in FIG. 7. The 
request history table stores a daily request total for each 
title. For example, during the first day of operation, titles 
A and C were requested ten times each, and titles B and 
D five times each. Titles A and C are also requested 
more often than titles B and D on the second day, but 
this situation is reversed on the third day. 
[0037] The magnetic disk drive 7 is assumed to have 
a storage capacity adequate for two titles. In the first 
embodiment, in which the caching selection was made 
on the basis of the previous day's request totals, titles 
A and C are cached after the first and second days, but 
titles B and D are cached after third day. The large 
number of requests for titles B and D on the third day 
turns out to have been an isolated occurrence, however, 
as requests for titles A and C predominate again on the 
fourth day. 

[0038] During the fourth day, if none of the requests 
occur in the predicted least busy period during the early 
hours of the morning, when titles B and D are being cop- 
ied into the cache, the first embodiment serves the fif- 
teen requests for titles B and D from the magnetic disk 
drive 7, while the fifty requests for titles A and C are 
served from the library apparatus 1 . The first embodi- 
ment provides better service than the conventional ap- 
paratus that keeps the magnetic disk drive 7 busy per- 
forming cache replacement operations throughout the 
day, repeatedly deleting titles shortly after they have 
been cached. It is clear, however, that still better service 
could have been provided by leaving titles A and C in 
the cache on the fourth day, instead of replacing them 
with titles B and D. 

[0039] In the second embodiment, at the end of the 



third day, the weighting formula shown above gives 
higher request frequencies for titles A and C than for 
titles B and D, even through titles B and D were request- 
ed more often on the third day, because the preceding 
two days are also included in the calculation. Accord- 
ingly, titles A and C are left in the cache, and the fifty 
requests for these titles that are received on the fourth 
day are served from the magnetic disk drive 7. Even re- 
quests arriving during the predicted least busy period 
on this day can be served from the magnetic disk drive 
7, because no cache replacement operations are per- 
formed. 

[0040] By employing weighting coefficients of the type 
shown in FIGs. 6 and 7, the second embodiment is able 
to adjust to changing request trends without being un- 
duly affected by random fluctuations in the request 
counts. Unnecessary or undesirable cache replace- 
ments are thereby avoided, further increasing the oper- 
ational efficiency of the system. 
[0041] The second embodiment is not limited to de- 
creasing weighting coefficients as shown in FIGs. 6 and 
7, however. For example, if different request patterns 
occur on weekdays and weekends, the weighting coef- 
ficients can be adjusted to take this into account. 
[0042] The invention is not limited to the use of a mag- 
netic hard disk drive as the caching device. For exam- 
ple, semiconductor memory can be employed instead. 
[0043] The library apparatus 1 can employ any type 
of drives, and any media capable of being loaded into 
the drives automatically. Optical media and drives com- 
plying with any of the various compact disc (CD) and 
digital video disc (DVD) specifications can be used, for 
example, or magnetooptical (MO) discs and drives may 
be used. 

[0044] The data may be stored in the above-men- 
tioned MPEG-2 compressed format, or in any other con- 
venient format, and any type of decoder can be em- 
ployed. 

[0045] The data stored in the library apparatus 1 are 
not limited to audio and video data. 
[0046] Those skilled in the art will recognize that fur- 
ther variations are possible within the scope claimed be- 
low. 



Claims 

1. A hierarchical data storage system, comprising: 

a library apparatus (1) having a plurality of re- 
movable media (2) storing data, at least one 
drive (4) for reproducing the data, and a mech- 
anism (5) for automatically loading the remov- 
able media into the drive; 
a cache device (7) storing data copied from the 
library apparatus (1) and reproducing the 
stored data, the cache device having a higher 
data access speed than said drive (4); and 
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a computing device (8) receiving requests for 
said data, controlling said library apparatus (1) 
and said cache device (7), thereby causing the 
requested data to be reproduced, analyzing 
said requests, thereby selecting data that are 
requested most frequently and predicting least 
busy periods, and copying the selected data 
from said library apparatus to said cache device 
during the predicted least busy periods. 

2. The hierarchical data storage system of claim 1, 
wherein said computing device (8) selects said data 
that are requested most frequently by calculating 
weighted sums of numbers of requests received in 
past periods of time, using different weighting coef- 
ficients for different past periods of time. 

3. The hierarchical data storage system of claim 2, 
wherein said weighting coefficients decrease with 
increasing distance from a present time. 

4. The hierarchical data storage system of claim 1, 
wherein the data stored in said library apparatus (1) 
include audio and video data. 

5. The hierarchical data storage system of claim 1, 
wherein the data stored in said library apparatus (1 ) 
and said cache device (7) are reproduced simulta- 
neously in response to different requests. 

6. A method of controlling a library apparatus (1 ) hav- 
ing a plurality of removable media (2) storing data, 
at least one drive (4) for reproducing the data, and 
a mechanism (5) for automatically loading the re- 
movable media into the drive, and a cache device 
(7) having a higher data access speed than said 
drive (4), storing and reproducing data copied from 
the library apparatus, comprising the steps of: 



8. The method of claim 7, wherein said weighting co- 
efficients decrease with increasing distance from a 
present time. 

s 9. The method of claim 6, wherein the data stored in 
said library apparatus (1) include audio and video 
data. 

10. The method of claim 6, wherein said step of oper- 
10 ating includes the further step of reproducing the 
data stored in said library apparatus (1) and said 
cache device (7) simultaneously in response to dif- 
ferent requests. 

15 11. Apparatus comprising a plurality of discrete data 
storage elements and a cache, means for monitor- 
ing the frequency of requests for data from each da- 
ta storage element over a predetermined period of 
time and means for copying data from the data stor- 

20 age elements according to the frequency of re- 
quests. 

12. Apparatus comprising a plurality of data storage el- 
ements, a data cache, means for monitoring the f re- 

25 quency and times of requests for data on each of 
said data storage elements, means for using said 
information to predict periods during which fewer re- 
quests for data are expected, and means for copy- 
ing frequently requested data to the cache during 

30 said predicted period. 



35 



receiving requests for said data; 40 
operating said library apparatus (1 ) and said 
cache device (7), thereby causing the request- 
ed data to be reproduced; 
analyzing said requests, thereby selecting data 
that are requested most frequently and predict- 45 
ing least busy periods; and 
copying the selected data from said library ap- 
paratus (1) to said cache device (7) during the 
predicted least busy periods. 

so 

7. The method of claim 6, wherein said step of analyz- 
ing said requests comprises the further step of cal- 
culating weighted sums of numbers of requests re- 
ceived in past periods of time to select the data that 
are requested most frequently, using different 55 
weighting coefficients for different past periods of 
time. 
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